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EXTEND WOVEN PLASTIC FILTER

NOTE:

SEE STANDARD SPECIFICATION 163, AND SUPPLEMENTS THERETO FOR THE CONSTRUCTION AND REMOVAL OF

STONE CHECK DAMS AND SAND BAG CHECK DAMS.  SEE STANDARD SPECIFICATION165, AND SUPPLEMENTS

THERETO FOR THE MAINTENANCE OF STONE CHECK DAMS AND SAND BAG CHECK DAMS.

PAY ITEMS:

163-0527  CONSTRUCT AND REMOVE RIPRAP CHECK DAMS, STONE PLAIN RIPRAP/SAND BAGS (EA)

165-0041  MAINTENANCE OF CHECK DAMS - ALL TYPES (LF)
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SECTION B-B

STONE CHECK DAM SAND BAG CHECK DAM

SAND BAG DIMENSIONS

TYPICAL CHECK DAM SPACING

OR DETERIORATED AT NO ADDITIONAL COST TO THE DEPARTMENT.

REMOVE SEDIMENT WHEN IT REACHES ONE-HALF THE HEIGHT OF THE SAND BAG CHECK DAM.  SAND BAGS SHALL BE REPLACED WHEN DAMAGED7.

SAND BAG SIZES MAY VARY.  ASSUME A FILLED SAND BAG HAS APPROXIMATE DIMENSIONS OF 12"Wx6"Hx18"L.6.

 

IF ADDITIONAL SAND BAGS ARE WARRANTED FOR STABILITY, INSTALL AS SHOWN AND DIRECTED BY THE ENGINEER AT NO ADDITIONAL COST.5.

INSTALL SAND BAGS TIGHTLY ABUTTING EACH OTHER AND STACK IN A RUNNING BOND PATTERN.  FOLD ANY FLAPS AWAY FROM WATER FLOW.4.

 

THE GROUND LINE.  THE HEIGHT AT THE CENTER OF THE SAND BAG CHECK DAM SHALL BE A MINIMUM OF 12-INCHES AND A MAXIMUM OF 18-INCHES.

THE CENTER OF THE SAND BAG CHECK DAM SHALL BE AT LEAST 6-INCHES LOWER THAN THE OUTER EDGES OF THE SAND BAG CHECK DAM AT3.

APPROPRIATE CONVENTIONAL OR APPROVED ALTERNATIVE BMPs SHALL BE PROVIDED UPSTREAM AND/OR DOWNSTREAM OF CONCRETE DITCHES.2.

THE CLEAR ZONE OF UNPROTECTED ACTIVE TRAFFIC. 

SAND BAG CHECK DAMS ARE ONLY USED FOR TEMPORARY VELOCITY CONTROL IN CONCRETE LINED DITCHES AND SHALL NOT BE INSTALLED IN1.

SAND BAG CHECK DAM GENERAL NOTES:

PROVIDE PERMANENT CHANNEL PROTECTION AS SHOWN AND/OR NOTED IN THE PLANS AFTER STONE CHECK DAM IS REMOVED.7.

REPLACED WHEN DAMAGED OR DETERIORATED.

REMOVE SEDIMENT WHEN IT REACHES ONE-HALF THE HEIGHT OF THE STONE CHECK DAM.  WOVEN PLASTIC FILTER FABRIC SHALL BE6.

 

AND NO GREATER THAN 12-INCHES APART.

ANCHOR THE WOVEN PLASTIC FILTER FABRIC TO THE GROUND SURFACE WITH METAL FILTER FABRIC STAPLES 12-INCHES FROM THE EDGE5.

 

OF FREEBOARD IS STILL PROVIDED AT THE CHANNEL BANK.

THE HEIGHT AT THE CENTER OF THE STONE CHECK DAM MAY BE INCREASED TO A MAXIMUM OF 24-INCHES IF A MINIMUM OF 9-INCHES

THE CENTER OF THE STONE CHECK DAM SHALL BE AT LEAST 9-INCHES LOWER THAN THE OUTER EDGES OF THE STONE CHECK DAM.4.

STONE CHECK DAMS SHALL NOT BE PLACED WITHIN FLOWING STATE WATERS.3.

DISCHARGE POINT FOR FLOWS GREATER THAN 2.0-CUBIC FEET PER SECOND.

APPROPRIATE CONVENTIONAL OR APPROVED ALTERNATIVE BMPs SHALL BE PROVIDED DOWNSTREAM OF STONE CHECK DAMS AT THE2.

STONE CHECK DAMS SHALL NOT BE INSTALLED IN THE CLEAR ZONE OF UNPROTECTED ACTIVE TRAFFIC.1.

STONE CHECK DAM GENERAL NOTES:


